Regulus ,
TECHNICKY LIST

Zonové trojcestné gulové ventily s ruénym ovladanim, typ VZK M

Zakladna charakteristika

Popis Trojcestny zénovy gulovy ventil s ruénym ovladanim.
Pracovna kvapalina Pitna voda, voda, voda—glykol (max. 1:1), voda—glycerin (max. 2:1).
InStalacia Lubovolna poloha, okrem polohy pakou dole.

Tabulka objednavacich kodov — ventily s vitanim gule do L
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VZK M 320 L 3/4F | 19841| 20 |3xG3/4"F| - |10,5| 0,8 | G3/4"F | 96| 50 | 80 | 59 |168
VZK M 320 L 1F 19832 20 | 3xG1"F - |10,6| 0,8 | G1"F 96| 50 | 80 | 59 (168
VZKM 325 L 1F 18860| 25 | 3xG1"F - |143] 1,2 |G1"F |104| 52 |90 | 64 (174
VZKM 325 L5/4F |[18864| 25 |3xG5/4"F | — [14,3| 1,2 | G5/4"F |104| 52 | 90 | 64 [174
VZKM 325L6/4M | 19002| 25 |3xG6/4"M| — |14,3| 1,3 | G6/4"M |128| 64 | 90 | 64 |184
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VZKM 320 T 3/4F | 19839| 20 |3xG3/4"F [ 17,8 (10,5| 0,8 | G3/4"F | 96| 50 | 80 | 59 [168

VZKM 320 T1F |19834| 20 |3xG1"F |19,5|10,6
VZKM325T1F [18865| 25 |3xG1"F |28,3|14,3
VZKM 325 T 5/4F | 18867 | 25 | 3xG5/4"F | 28,3 |14,3
VZKM 325 T 6/4M | 19004 | 25 |3xG6/4"M| 28,3 | 14,3
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Technické parametre

Max. pracovny tlak 10 bar

Max. pracovna teplota kvapaliny 110 °C

Uhol prenastavenia ventilu 90°

Pracovna teplota okolia 5°Caz40°C

Max. rozdiel tlakov 10 bar
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Zénové trojcestné gulové ventily s ruénym ovladanim, typ VZK M

Materialy
Telo a vreteno ventilu CW617N
Gula ventilu chromovana mosadz
O-kruzky EPDM, FPM
Tesnenie PTFE

Instalacia a prevadzka

m Kvapalina méze ventilom prudit oboma smermi (spoloné hrdlo méze byt pouzité ako vstupné aj ako vystupné).
m Ruénu paku ventilu je mozné presadit po 90°.
m Ventil je vybaveny prirubou podla ISO 5211 pre moznost pripojenia a ovladania servopohonom.

Ventil s vitanim do ,L* Ventil s vitanim do ,T*
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